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STEPA Farmkran GmbH 

Christophorusstraße 28 

A - 5061 Elsbethen 

 

 

 

A1 Form 
Carried out pressure adjustments  

Address 
general agency/OEM: 

Crane type: Serial number: Date of warranty start:  

1.Circuit 
or LS 

p [bar] L/min RPM 

M
A

IN
 C

O
N

T
R

O
L
 V

A
L
V

E
 

Sealing-
No. 

Colour 
Pressure 

[bar] 

P
U

M
P

 

Sealing-
No. 

Colour 
Pressure 

[bar] 

 

         

2.Circuit p [bar] L/min RPM 
Sealing-

No. 
Colour 

Pressure 
[bar] 

Sealing-
No. 

Colour 
Pressure 

[bar] 

 

         

    

 

P
R
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A

R
Y
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A

L
V

E
 

bar 

P
O

R
T

 R
E

L
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F
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A
L
V
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bar 

 
 

P
R

IM
Ä

R
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E
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T
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P
O

R
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L
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P
O
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L
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bar 

 
bar bar 

 
bar bar 

 
bar bar 
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P
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R
T
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bar 
 

P
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Y
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L
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E
 

bar 

P
O

R
T

 R
E

L
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bar 
 

P
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R
Y
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L
V

E
 

bar 

P
O

R
T

 R
E

L
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E
 

bar 

 
bar bar 

 
bar bar 

 
bar bar 

 

 Tank (Liter)  Standby (Pump) 

 
bar 

 Hydraulic Oil  

 
 

 

 

 

 

 

The maximum pressure of the crane (main pressure) 
has to be adjusted on the pressure relieve valve of 

Address, signature, stamp of the man who carried 
out the adjustment: 

the pump at load sensing systems.1) 

Adjustment has carried out by: Date of adjustment: 

 


